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S uperb      n i g ht -time    
v isibility       

If your harvest is running into the night 
there’s no need to slow down. With the 
optional stubble lights you can see how 
well you’re cutting right through the 
night.

E xcelle     n t  g rou   n d  followi      n g

With automatic Height control sensors placed close to 
the cutterbar knives (4 on smaller headers and 6 sensors 
on headers 10.70 m and larger), the 600X hugs every 
contour, picking up crop in the most challenging 
conditions.

I n te  g rate   d  toolbox    

An optional toolbox holds valuable items 
like knives or finger sections to have 
them on hand in case needed after 
hitting a stone.

L i g htwei     g ht   clip    - o n 
si  d e  k n i v es

Weighing just 15 kg the side knives are a 
1/3 of the weight of traditional rapeseed 
knives. As they are driven mechanically 
no large motor is mounted on the top 
which reduces shaking and wear. The 
storage brackets at thh rear of the 
header ensure you always have the side 
knifes with you when needed. And the 
best is that no tools are required to 
exchange them with the crop dividers.

C hoice      of   R eel    T i n es

The composite design has 52 mm more 
finger reach to draw in crops compared 
to the steel tines. Due to their different 
angle a better crop pick-up in down crop 
conditions is possible.

C atchi    n g  more     g rai   n

800 mm table extension means true productivity: Very often down crop 
is laid in one direction and is diffi cult to be harvested, with the 600X 
you harvest up and down the fi eld and change the table length on the 
go. This results in less plugs and more grain captured as you always cut 
the grain before the auger is catching it and less grain is left on the field 
uncut. The 1,200 mm extension equals the length of a professional rape 
extension and ensures low shattering losses. 
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L ow  g rai   n  loss    
 
Poly skid shoes set at 38 mm minimum 
cutting height provide less friction and 
adhesion of soil as well as reduced fi re 
risk in dry and stony conditions.

H i g h  efficie       n cy   cutti     n g 
 
The stone dam reduces the chance that stones enter the combine. The 
knive guards can be adjusted quickly in order to reduce knife section 
clearance to a minimum. This reduces plugs and enables a clean cut. 
The high-wear treatment on the knife sections extend the wear to 
components exposed to a lot of dirt as it usually happens while 
harvesting beans and peas. The knife sections have special short fingers 
which unlike fingers designed for cutting small grain enable cutting 
close to the ground without digging too much in the dirt and blocking 
the knive.

600F*

Excellent in peas and beans 

The 600F header with the floating cutterbar runs 
faster and cuts cleaner on uneven ground for 
reduced losses in down or tangled crops. The 600F 
is available from 6.10 m up to 10.70 m. While the 
design of the frame, drives, auger and stainless 
steel feed plates is similar to the 600R the flex 
technology completely different. It is not just a 
converted grain header with added flexibility on the 
cutterbar. The whole header is the result of decades 
of know how in soy beaand peas. 
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C uts    close      o n  u n e v e n  g rou   n d

Flexible cutting bar with a wide 152 mm range of 
floatation up and down for gathering more crop 
over the whole width of the cutterbar. The in cab 
adjustable fl oatation pressure provides fast 
adaptation and reduces bulldozing in wet or loose 
ground.

T he   secret     :  A  special        k n i v e

The short double cut knive provides 2 cuts per stroke for an 
improved cutting rate at a low ground clearance. We recommend 
the fine tooth knife for small grains as optional spare knife. The 
coarse knife is standard for beans or peas. Chose the the knife 
with long and short coarse sections to e.g. cut corn stalks in tough 
no-till crop rotations.

F ull    a daptatio     n  to   small      g rai   n s  a n d  rape  

Optionals header height sensors and a locking mechanism for the flexible 
cutterbar convert the flex header into a standard small grain header.  
A regular rape extension can also be fi tted as an option which makes this 
header a universal header eliminating the need for multiple headers to cut all 
different crops.
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700PF 
vErSAtIlE SmAll GrAIN HEADEr 

The 700PF features active transport of the material from the cutterbar 
“head-fi rst” to the feed auger resulting in a very constant fl ow of the 
material into the combine so it can run close to its maximum capacity. 
This ensures low peaks of torque on the drivelines thereby creating less 
wear and greater reliability. 
 
In tough conditions like laid cereals and in peas and grass seed the 
header´s active material transport is a real benefi t as the feed auger 
gets the material actively and evenly delivered by the belt without any 
accumulation of material in front. On top, the 700 PF has adopted a 
new 760 mm auger which can bring up to 20% more volume into the 
feeder house.even short material like malting-barley is transferred in 
a constant fl ow to the auger no matter if day or night. 
 
The distance between the cutter bar and the feeding auger is 1,000 mm 
– in rape seed the use of the reel is kept to a minimum thanks to the 
active feeding of the belt resulting in lower losses while all crop is 
captured.

M E C H A n I C A L  S I d E  k n I F E S

no electrics, no hydraulics – simple, robust, 
reliable. no heavy motor at the top end which 
means lower vibrations and lower losses.

3  M I n U T E  C R O P 
C O n v E R S I O n 

In only 3 Minutes the job is done. Just 
click on the side knives, lift the auger 
and you are ready to harvest. Simple and 
easy without tools required.
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E asy    a n d  low  
mai   n te  n a n ce

Individually hinged belt sections lift up 
for easy access. The stainless steel covers 
are sealed and prevent dirt or stones 
from slipping underneath the belt. Dust 
can be cleaned out using drawers inside 
the belt section when changing from 
rape seed to small grain or at eh end of 
the season. The self tensioning system 
of the belts ensure permanent top 
performance in various conditions or 
temperatures. This design minimises 
maintenance and wear.

S treamli       n e d  C ropflow    

The new crop flow is a result of the integration of the belts into the 
frame. They got lowered down so the crop is hitting the auger below it 
centre where it is fed straight to a point where it can easily be grabbed 
by the auger flights and moved towards the feederhouse. For rape seed 
the auger can be jacked up with a hydraulic hand pump to make more 
room for the crop. No chains need to be tensioned- it happens all 
without tools.
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700D
THE FUTURE OF SMALL GRAIN CUTTING 
TECHNOLOGY

The 700D header features active material movement 
with a belt but without any auger. This reduces the 
weight and ground pressure. The belt does not mix 
the crop like an auger and feeds the crop heads first 
into the feederhouse. This improves the performance 
especially of the S-Series rotor combines.*

H y d raulic      tilt 

The 700D cutting angle can be adjusted out of the cab which is very handy in 
order to change the cutting height on the go e.g. during down crop 
conditions. You can cut as low as 38 mm and shave the ground to leave a 
clean field or pick up crops close to the ground such as peas and beans or 
down crop in general.

I n te  g rate   d  suspe     n sio   n  system    

The Hydrafloat integrated suspension system in combination with the gauge 
wheels allows to adjust the sensitivity of the large gauge wheels 
hydraulically from the cab to enable consistent cutting-height performance. 
The poly skid shoes provide less friction and adhesion of soil.

S uperb      crop     d eli   v ery    to   fee   d erhouse     

The large centre feed drum improves the transition of crops to the 
feederhouse especially when harvesting in high volume crops such as rye, 
barley or canola for optimum combine loading.
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Faster      har   v esti    n g

The combination of the dual-knife system and 
double-cut knives cut very fast and clean so 
you can harvest at higher ground speeds.

L ower    cost     of   operatio       n

Due to the belt transport instead of the auger 
in damp conditions like in the morning or in 
the evening less blockages or back feeding 
will happen. That means more capacity during 
the harvesting campaign. Also less moving 
parts (no auger, no fi ngers) mean less wear 
costs.

R ape    S ee  d  capability       

In order to handle bushy rape seed the top 
auger diameter increased from 300 to 
450 mm to move crop to the center, same 
time a new gearbox with more slip clutch 
torque of 1,650 Nm ensures a proper crop 
intake.
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Consequent
Development
The 700D is the consequential development out of the 
600D and does now fit to European conditions. The 
wide 1,016 mm belt with high cleats of 25 mm in the 
right angle combines with a large top auger, stronger 
gearbox and special shape and finger design at the 
center feed drum make the trick. This is rounded up by 
a special rape sealing kit to keep losses under control.

C lea   n er   crop     pic   k  up

The large diameter support wheels mounted 
at the rear of the platform already provide 
good ground following capability. In order to 
improve ground following especially when 
cutting close to the ground (e.g. down crop) 
the HeadSight sensor mounted close to the 
cutterbar provide even better contour 
following.

H i g her    throu     g hput  

The variable speed side belts can be 
adjusted to suit the combine’s ground 
speed for maximum throughput.
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I n T E g R AT E d  T R A n S P O R T 
S O L U T I O n 

The support gauge wheels can be converted 
to transport the header on the road. The 
wheel size and load capacity allow for a safe 
and reliable road transport. especially when 
transport conversion is not required very 
often and homologation allows it this can 
save the investment into a separate header 
trailer.

d O U B L E  C U T  k n I v E  d R I v E 
 
The short double cut knives provide two cuts per stroke 
at a lower ground clearance for improved cutting rate 
and gathering. The cutter bar is divided in two parts 
driven from both sides to take stress away from the 
components. It is driven in a synchronized manner to 
reduce shaking.

L O n g E R  H A R v E S T I n g  T I M E 

Operators found that their harvesting 
time was extended and productivity was 
increased tremendous in tough 
conditions.



22

600Fd
 
SuPErIor GrouND FollowING cAbAbIlItIES 

The 600FD Series hydraFlex Draper Platform features 
hydraFlex, a hydraulic fl oat system allowing for superior ground 
following capabilities over a wide range of crops and condition 
with a focus on beans and peas.

A  T R U E  F U L L- W I d T H  C U T T E R B A R 
 
The new 635FD and 640FD hydraFlex Drapers fl ex 
19 cm (7.5 in.) up and down across the full width of the 
cutterbar, allowing the draper to hug the ground, 
reaching more crop with every pass. You can change the 
amount of weight of the cutterbar to match soft or hard 
soil conditions while you cut.
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L A R g E  C E n T E R  F E E d R U M  S E C T I O n

The 410 mm feed drum improves the crop hand off from the 
draper belts for smoother feeding and better performance of the 
combine while the stainless-steel fl oor under the feed drum 
improves wear life and durability.

 – Increased machine performance with a feed drum retractable 
auger fi nger which improves crop feeding at the corners of the 
feed drum to help direct material to the feederhouse

 – Improved material handling and increased productivity 
through a unique, high-capacity center feed section with a 
20 percent faster belt speed and 35 percent increase in feed 
drum slip clutch over previous models (now 1,650 nm).

A  T R U E  F U L L- W I d T H  v I E W

We designed the new 600FDs with swept back rear panels to 
allow you an unobstructed view across the full width of the head. 
You can see the crop as it’s cut, laid head fi rst on the side draper 
belts, delivered to the center belt, and fed smoothly into the 
combine.

41 0  M M  H I g H - C A PAC I T Y  F E E d  d R U M

a large feed drum with tapered ends feeds the crop from the 
center feed belt into the feederhouse for smooth, uninterrupted 
crop fl ow. engage the feederhouse reverse switch on the armrest 
to reverse the reel, feed drum, and center feed belt.

T WO - P I E C E  R E E L 
(6 4 0 F d  O n LY )

The two-piece reel on the 640FD and 
645FD features a fi ve-cylinder lift 
system that provides a consistently 
leveled reel height across the full width 
of the cutterbar. This allows even 
feeding of the crop onto the draper 
belts.

P R O T E C T I O n  S Y S T E M

Speed sensors monitor the speed 
of the idler rollers, and if any major 
slippage happens, the belts shut 
off to reduce side belt damage. 
allows even feeding of the crop 
onto the draper belts.
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900D*

Great for medium height straw

This draper header is designed for low and medium yields 
and features a narrow belt positioned more flat. The heads 
fi rst feeding provides a better feeding of both walker and 
rotary combines especially in low or medium yielding areas. 
The excellent ground following capability enables high 
forward speeds even on rough terrain. The 900D is available 
in 9.15 m and 11.00 m width. The air suspended gauge 
wheels provide excellent ground contour following.
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L OW  M A I n T E n A n C E  d E S I g n

a mechanically driven on-board high-capacity 
hydraulic pump maintains system pressure. no 
additional reservoir, oil cooler, or oil fi  lter are 
required.

d O U B L E  C U T  k n I F E  d R I v E

The short double cut knives provide two cuts 
per stroke at a lower ground clearance for 
improved cutting rate and gathering. The 
cutter bar can be mechanically tilted to 
change cutting height.

A  R OA d  T R A n S P O R T  S Y S T E M

is available as an option converting to road 
transport confi  guration by relocating the 
platform gauge wheels, extending the hitch 
on the left side of the draper platform in 
about 10 min (same for 700D)

T H E  9 3 6 D  O F F E R S  T H E 

A LT E R N AT I V E  O F  C R E AT I N G 

W I N D R OW S  D E L I V E R I N G  T H E 

W I N D R OW  TO  T H E  R I G H T-

H A N D  E N D  O F  T H E  P L AT FO R M 

O R  R I G H T- H A N D  D R I V E  T I R E .
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Corn Heads
Our corn headers are made in Germany by Geringhoff – one of Europe’s oldest 
agricultural equipment manufacturers. Available in a wide range of widths and row 
spacings to match your combine’s capacity, these heads can run at high ground 
speeds in all conditions to get the combine to its the performance limit. Designed 
for minimal maintenance, the secret to Geringhoff’s legendary durability is the 
precision engineered gearboxes, which utilizes an internal self-adjusting slip clutch to 
protect the unit’s moving parts. Geringhoff stands for high quality and durable parts, 
giving customers a reliable, durable, high-performance corn head to maximize the 
performance of our combine during the harvest season.

I n ta k e 

The big, tall crop dividers smoothly lift the cob into the machine, 
perfect to pick up down corn. There’s no crashing and smashing 
through the gathering chains because of these big dividers. The 
gathering chains are tensioned automatically and require no re-
adjustment with a special unique sprocket integrated slip clutch. The 
rotors take the material down with eight sharp and durable tungsten 
carbide coated edges, easily destroying the maize plant and creating 
less work for the chopper for low-fuel, low-power results. Across the 
full width of the rotor, it utilizes the same diameter and speed for 
smooth feeding and less losses, while big, adjustable intake augers add 
to Geringhoff’s smooth-feeding performance.

E ase    of   use   

The combine operator can easily adjust 
the head to get 100% out of the machine 
thanks to Geringhoff’s intuitive machine 
operation, featuring a standard control 
terminal that displays important driver 
information.
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A  d epe   n dable    ,  complete         solutio       n  i n 
base  

Geringhoff uses high-quality parts on all around. Instead of 
connecting its row units with a continuous driveshaft, these 
headers feature row-unit gear boxes connected via Centaflex 
couplings and Zerol gearing between each gear box. They take 
stress out of the driveline and ensure reliable harvesting. 
Geringhoff protects its rotors and knives with tungsten carbide 
steel to reduce wear for durability. The proven design with its 
special coating reduces wear parts costs for the customer 
dramatically. All Geringhoff corn heads are equipped in base with 
these specifications.

Durability           a n d  low  
mai   n te  n a n ce

The low-maintenance Geringhoff corn 
head features a modular drive system 
that doesn’t require chains or belts. 
Driven by tough, aluminum gear boxes, 
these made-in-Germany, low-power 
drivetrains will help you save fuel and 
increase efficiency.

Fast    crop    -to  - crop    
co  n v ersio     n

The Geringhoff head adjusts within seconds 
to fulfill different crop needs. Take the crop 
divider design for example which is requiring 
no tools for adjustment (simply turn a hand 
wheel). The chain-to-chain distance is also 
quick-adjustable next to the intake auger 
variables. The gathering chains tension 
automatically while the change from corn to 
sunflower is done with ease. To change the 
header speed an optional 2- and 4-speed gear 
box can be ordered.

I n n ovati  v e  d ri  v e 
systems     

The gearbox’s independent integrated 
slip clutches protect the chopper, 
snapping rolls, gathering chains and 
intake auger from overload. Featuring 
more than four clutches per row, this 
unique protection system gives 
customers a reliable machine during the 
harvest.

S uperior        fol   d i n g 
system    

The reliable, hydraulic folding strategy 
and automatic driveline coupling system 
features a PTO shaft with no need to 
manually couple the drive components 
(for all John Deere combines, up to 
24 rows, including HillMaster combines).
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The full 
choice of  
row units
Geringhoff offers one of the widest choices 
of row units and chopping systems to meet 
customers needs

M ais    S tar  *  C ollect       C or  n  H ea  d

Two-roller system head with stripping knives and 
horizontal chopper. A conveyor auger moves the 
chopped biomass material to the centre. It is formed 
into a swath there which can be easily picked up with a 
baler or forager to use it e.g. for renewable energy, 
forage or litter.

M ais    S tar  *  C or  n  H ea  d

Two-roller system head with stripping knives, Leaves 
long, partially destroyed material on the ground which 
preserves the moisture in spring time in the ground.
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R ota   Disc    ® C or  n  H ea  d

Three-roller system head with integrated stalk chopping 
system. The innovative design picks and cuts at the 
same time and provides short cut material at at low 
power and fuel consumption levels.

M ais    S tar  *  H ori   z o n  C or  n  H ea  d

Two-roller system head with stripping knives and 
horizontal chopper next to the row unit. As it cuts closer 
to the plant the result are smaller and more even residue 
pieces.

M ais    S tar  *  S C  C or  n  H ea  d

Two-roller system head with stripping knives and 
horizontal chopper in the middle of the row unit. This 
entry level model offers good chopping quality and 
distribution.

H ori   z o n  S tar  *  I I  C or  n  H ea  d

Three-roller system head with integrated stalk chopping 
system and horizontal chopper. The combination of 
integrated and horizontal systems delivers the ultimate 
result in chopping length and distribution on the ground 
and fulfils the highest expectations.
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615P*

Best choice for windrowing
and swathing

The right header for regions where direct cutting is 
not possible due to weather conditions or sensitive 
crops. The dual-belt delivery system, the FieldGlide 
suspension system and a larger auger with an improved 
fi nger pattern for better crop engagement supply 
superior crop handling.

T wo - belt    d esi   g n

The pickup belt is optimized to pick the crop and transfers it 
to a second belt which is moving it horizontally and fl at 
under the large feed drum. This means smooth feeding of 
even large materials amounts. The belt speed can be adjusted 
out of the cab from 3-150 m/min.
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Faster      har   v esti    n g

The fieldguide air spring suspension eliminates platform 
bounce, even at higher speeds, and improves overall 
pick up reliability. The pressure can be adjusted out of 
the cab.

W i n d scree     n

Wide 915 mm opening allows to adapt to any windrow 
size. Double acting hydraulic cylinders provide faster 
reaction and allow to keep pressure on the windrow for 
better feeding.

B i g  d rum 

The large 660 mm diameters allows to handle high 
volumes of crop. The 57 mm float range of the auger 
height adapts easily to even the highest crop volumes. 
all to constantly feed the combine for maximum 
Performance.
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zÜRn HEAdER 
TRAILER 
SOLUTIOnS

S I n g L E  A X L E  T R A I L E R S 

 – hand brake option for single axles trailers 
 – 40 km/h option

a good trailer is essential to achieve a fast-to fi eld 
changeover without damage to combine or header. 
Fast and easy loading and a matched design with the 
combine are the result of the cooperation between 
Zürn and John Deere. 
 
 

A L L  T R A I L E R S  O F F E R : 
 – German or French homologation papers ex-factory 
 – Transportbox or brackets for rape knifes and/or crop lifters (as option) 
 – 40 km/h as option with wheel fenders and 4 wheel braking (as option) 
 – Tire dimensions matching header weight for reliable and smooth ride 
 – header can be loaded with rape or sunfl ower extension attached or rape 

side-knife mounted 
 – Brake options as required by law without brakes, with 2-wheel or 

4-wheel inertia braking. 
 
H E A d E R  S U P P O R T  B R AC k E T S 

 – amount depending on header size to protect the header even on tough 
road conditions and avoid any damage to the header 

 – Positioned to especially protect the header height sensors 
 – Large over dimensioned supports for easy loading. Quick adjustable 

angle and large surfaces for easy loading also on uneven ground 
 – Support brackets available for R, D, PF, X, F, FD and Geringhoff corn or 

sunfl ower headers 
 
H E A d E R  L O C k : 

 – V-Lock mechanism for R / PF headers 
 – V-Lock II mechanism for X headers: During unloading the header will 

always glide into the fi xation and center itself so the lock-pin can be 
fi t fast and safe even if the combine is not precisely positioned in a 
90 degree angle to the header trailer or located on uneven terrain

A L L- W H E E L- S T E E R E d 
T R A I L E R S

 – all-wheel-steered header trailers follows 
the towing vehicle in consistent alignment 

 – Choice of turntable steering (X2) or 
knuckle steering (X6) 

 – Central loading between the axles: Low 
center of gravity, even weight distribution 
and a stable ride 

 – Mechanical steering: all wheels are always 
100% aligned
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HEADEr
SIZE

1-AXlE
HEADEr
trAIlEr 

tANDEm
HEADEr
trAIlEr 

2-AXlE
HEADEr 
trAIlEr

2-AXlE-HEADEr
trAIlEr
wItH 4-wHEEl
StEErING 

18 ft / 5.50 m 

20 ft / 6.10 m 

22 ft / 6.70 m  

25 ft / 7.60 m   

30 ft / 9.15 m  

30 ft / 10.70 m  

40 ft / 12.20 m 

X 2:  4 - W H E E L  T U R n TA B L E  S T E E R I n g 

 – 2-axle turntable-steering allows 45 degree steering angle 
for driving on narrow roads and around tight corners 

 – Low loading height for all wheeled combines 
 – Suits R- and PF-headers in combination with wheeled 

level-land or hillmaster combines 
 – Suits X-headers in combination with hillmaster combines

X6 :  4 - W H E E L  k n U C k L E  S T E E R I n g 

 – no damage to header or combine even in tight 
curves as axles are not moving back and forth

 – Knuckle steering allows a 70 degree steering angle 
for tight turns

 – Robust double frame for rough roads is fl exible and 
can follow ground contours 

 – extra low loading height for both wheeled and 
tracked combines even with large rear wheels and no 
Hillmaster

 – Compatible with all header types and combines 

TA n d E M  T R A I L E R S 

 – a low frame height enables combines with small tires or 
tracks to load the trailer safely 

 – Optional version with extra high ground clearance for 
hilly terrain (in combination with hillmaster combines)

T WO  A X L E  T R A I L E R S 

 – a large tread width at the front axle and a reliable large-
sized turn table offer great stability on fi eld roads with 
ruts inside 

 – Turn table steering enables large steering angles. 
especially helpful for tight turns on the fi eld or for 
entering tight entry points on the fi eld or on the yard 

 – Pendulum axle relieves stress from the centre frame 
 – Large wheelbase prevents collision and damage to the 

feeder house during loading or unloading of the header 
 – Different length available to match differnet overall 

length in combination with the combine
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specificatio           n

600R Series 616R 618R 620R 622R 625R 630R 635R

    + �Heterogeneous small grain 
    + �Long straw varieties 

(e.g. rye) 
    + �Short crop capability 
    + �Laying crops 
    + �(+++ with rape extension) 

Rape Seed 
    + �Changeover

Cutting width, m 4.90 5.50 6.10 6.70 7.60 9.15 10.70
Auger Ø, mm 660
Table length (auger skin to knives tip), mm 400 to 570 (manually adjustable)
Cutter bar rate, strokes/min 1,144
Cutter bar stroke, mm 89
Top beam deflector sheet on the rear wall Optional
Crop Divider Options Fixed (short), foldable (short or long), divider extension 
Rape extension Optional (by Zuern Harvesting) 
Spare knife options Fine teeth
Automatic Height Control sensors base / optional 2 2 2 2 2 2 / 3 3
Weight, kg 1,650 1,820 2,000 2,110 2,600 2,900 3,400
Recommended Trailer SWW100 SWW200 SWW250 SWW350 SWW500 SWW550 SWW-X2
Trailer Option SWW450 SWW450 SWW-X2 SWW550

 

600F Series 620F 622F 625F 630F 635F
    + �Heterogeneous small grain 
    + �Long straw varieties 

(e.g. rye) 
+++ �Short crop capability 
  ++ �Laying crops 
    + �(+++ with rape extension) 

Rape Seed 
    + �Changeover

Cutting width, m 6.10 6.70 7.60 9.15 10.70
Float Range, mm 152.4
Auger Ø, mm 660
Lowest cutting height, mm 38
Cutting height with optional skip shoes, mm 63
Table length (auger skin to knives tip), mm 400
Cutter bar, cuts/min 1,024
Header height sensor for small grain Optional
Rape extension Optional for small stone dam (by Zuern Harvesting) 
Composite auger fingers Optional 
Stone dam Short 23 mm in base / High 57 mm optional
Knife options Fine, coarse or long/short coarse knife sections
Spare knife options Fine, coarse or long/short coarse knife for high residue
Weight, kg 1,800 1,900 2,100 2,559 3,000
Recommended Trailer SWW350 SWW350 SWW500 SWW550 SWW-X2
Trailer Option (* Not available in Germany) SWW350 SWW550*

 

600PF/700PF Series 618 PF 620 PF 722 PF 725 PF 730 PF 735 PF 740 PF

+++ �Heterogeneous small grain 
+++ �Long straw varieties 

(e.g. rye) 
  ++ �Short crop capability 

(e.g. beans) 
+++ �Laying crops 
  ++ �Rape Seed 
+++ �Changeover

Cutting width, m 5.50 6.10 6.70 7.60 9.15 10.70 12.20
Two-Piece Reel Base
Two-Piece Auger Base Base
Dual Knife Drive Base Base
Auger Ø, mm 660 660 760 760 760 760 760
Number of belts 4 4 5 5 6 7 8
Length of belts, mm 550 550 500 500 500 500 500
Table length (auger skin to knives tip), mm 1,000 1,000 1,000 1,000 1,000 1,000 1,000
Belt drive Mechanical Infinite hydraulic belt speed adjustment
Rapeseed configuration Two mechanical driven side knives, counter acting, 135 cm length, in base
Cutter bar rate, strokes/min 1,144
Cutter bar stroke, mm 89
Top beam deflector sheet on the rear wall Base
Crop Dividers Short foldable in base
Spare knife Fine teeth in base
Reel Tines spring tines composite tines
Automatic Height Control sensors 2 2 3 3 4 4 4
Weight, kg 2,460 2,620 2,920 3,140 3,640 4,290 4,780
Recommended Trailer SWW250 SWW250 SWW350 SWW500 SWW550 SWW-X2 SWW-X6
Trailer Option SWW450 SWW450 SWW-X2 SWW-X6

 

600X Series 622X 625X 630X 635X 640X
  ++ �Heterogeneous small grain 
+++ �Long straw varieties 

(e.g. rye) 
    + �Short crop capability 
    + �Laying crops 
+++ �Rape Seed 
+++ �Changeover

Cutting width, m 6.70 7.60 9.15 10.70 12.20
Two-Piece Reel Base
Two-Piece Auger Base Base
Dual Knife Drive Base Base
Auger Ø, mm 660
Table length (auger skin to knives tip), mm 400-1,200
Cutter bar rate, strokes/min 1,144
Cutter bar stroke, mm 89
Rapeseed configuration 0,1,2 mech. knifes optional, counter acting, 135 cm length
Composite Reel Tines Option
Top beam deflector sheet on the rear wall Option
Crop Divider Options Fixed (short), foldable (short or long), divider extension
Automatic Height Control sensors 4 4 6 6 6
Weight, kg 2,650 2,900 3,360 4,090 4,450
Recommended Trailer SWW350 SWW500 SWW550XN SWW-X6 SWW-X6
Trailer Option (* Not available in Germany) SWW450/500 SWW350/450 SWW550*

 

600P Series 615P
+++ �Harvesting swath crops Picking width, m 4.55

Transport width, mm 5,438
Belts speed, m/min 3 to 150
Number of belts per pickup 4 picking, 4 transfer
Auger Ø, mm 662
Auger float range, mm 57
Weight, kg 1,520
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700D Series 725D 730D 735D 740D
+++ �Heterogeneous small grain 
+++ �Long straw varieties 

(e.g. rye) 
  ++ �Short crop capability 
+++ �Laying crops 
  ++ �Rape Seed 
    + �Changeover

Cutting width, m 7.60 9.15 10.70 12.20
Dual Knife Drive Optional Base Base Base
Two-Piece Reel Base
Draper Speed, m/min 0 to 223
Cutter bar, cuts/min 2,080
Draper belt width, mm 1,016 1,016 1,016 1,016
Feed drum Ø, mm 406 base / 355 option for rape seed
Feed drum speed, rpm 195
Slip clutch in main gearbox, Nm 1,650
Top crop conveying auger, 457 mm diameter Optional
Header height sensor Optional
Rape seed side knife Optional
Rape seed sealing kit Optional
Composite auger fingers Base
Reel flip over system for tall crops Optional
Knife option Fine knife sections
Spare knife option Fine
Dual gauge wheels Optional Optional Optional
Integrated road transport system Optional Optional Optional
Weight, kg 2,900 3,100 3,500 4,000
Recommended Trailer SWW550 SWW-X6 SWW-X6 SWW-X6
Trailer Option (* Not available in Germany) SWW550* SWW550*

600FD Series 630FD 635FD 640FD 645FD
+++ �Heterogeneous small grain 
+++ �Long straw varieties 

(e.g. rye) 
+++ �Short crop capability 
+++ �Laying crops 
    + �Rape Seed 
    + �Changeover

Cutting width, m 9.15 10.70 12.20 13.70
Dual Knife Drive Optional Base
Two-Piece Reel Base Base
Draper Speed, m/min 22 to 228
Cutter bar, cuts/min 2,080
Draper belt width, mm 1,016
Feed drum Ø, mm 414
Feed drum speed, rpm 234
Slip clutch in main gearbox, Nm 1,650
Top crop conveying auger, 304mm diameter Optional
Header height sensor Optional
Rape seed side knife Optional
Rape seed sealing kit Not available
Composite auger fingers Base
Reel flip over system for tall crops Optional
Knife options Fine or long/short coarse knife sections
Spare knife options Fine, coarse or long/short coarse knife for high residue
Weight, kg 3,206 3,350 3,650 4,264
Recommended Trailer SWW-X6 SWW-X6 SWW-X6 SWW-X6
Trailer Option (* Not available in Germany) SWW550 SWW550*

Geringhoff Corn Headers Amount 
of Rows

4 6 8 12 16

Row width, cm 70 75 80 70 75 80 70 75 80 70 75 80 70 75 80
Horizontal chopper Mais Star SC, Mais Star Horizon, Horizon Star II
Vertical chopper Rota Disc, Horizon Star II
Working width, m 2.8 3 3.2 4.2 4.5 4.8 5.6 6 6.4 8.4 9 9.6 11.2 12 12.8
Transport width rigid, m 3.2 4.4 4.65 4.9 5.8 6.15 6.5 8.6 9.15 9.7 11.4 12.15 12.9
Transport width foldable, m 3.3 3.3 4.75 6.35
Automatic height control sensors (option) recommended for big width 2 2 / 3 3
Compatability to John Deere SPFH (please contact your dealer) x x x x x x x x x - - -
Weight (depending on options), kg 1,270-1,520 1,980-2,450 2,660-3,400 4,000-4,500 5,500-6,200
Base Equipment: Clutch to disconnect horizontal chopper (only Mais Star Horizon), stubble breaker (on Rota Disc not necessary due to more intense chopping effect), hydraulic deck plate adjustment, cab monitor for 
deckplate adjustment and rpm monitoring, exchangable mounting frame for different combine brands
Options: Autotrac Row Sense, down crop auger right hand side or left and right hand side, 2- or 4-speed gear box, active or passive sunflower kit (with or without rotational knive), additional stubble breaker recommended 
for dual wheels or wide single tires, grain safer shields on row units, increased rear and side wall height, rear splash guard
Suitable Header trailer are available 

Trailer type SWW100 SWW200 SWW300 SWW400 SWW500 SWW-X2 SWW-X6
Header size, ft 16 18-20 22-25 22-25 22-35 25-35 30-45
Header size, m 4.90 5.50-6.10 6.70-7.60 6.70-7.60 6.70-9.15 7.60-9.15 9.15-13.7
Number of supports * 2 2 3-4 3-4 3-5 3-5 3-5
VarioSupport Option Option Option Option Option
Number of Axles 1 1 1 Tandem 2 2 2
Steering 1-axle turntable 2-axle turntable 4-wheel knuckle
Tyres 15.3” 15.3” 15.3” 12” (15.3” optional) 12” (front), 15.3” 

(rear)
15.3” 15.3”

Handbrake Option Option Option Option Base Base Base
Overrun brake Option Option Option Base Base Base
Type approval (km/h) ** 25 25/40 25/40 25/40 25/40 25 40
Max permissible weight (unbraked) (kg) 3,200 3,200 3,200 3,200
Max permissible weight (braked) (kg) 4,300 4,300 4,300 5,650 6,000 8,000
Options transport box, storage brackets for cop dividers and side knives, rotating beacon

  * depending on header type and size
** availability of 40 km/h is depending on the maximum speed allowed in different markets



When you invest in a John deere header you don’t just 
get high performance harvesting. You also get a support 
network that’s geared up to keep you harvesting. 

During the season you’ll find our John Deere dealers are 
open late when you need them. They also hold an 
extensive stock of seasonal parts. and, if the parts you 
need aren’t available off-the-shelf, they can get them to 
you quickly. our european supply network holds more 
than 375,000 parts from a combine auger to a set of 
shims, all ready for next day delivery. 
 

When the season’s over they don’t stop working either. 
offering a comprehensive 143 point combine winter 
inspection they’ll make sure your combine is as good as 
the day it left the factory. so when it’s harvest time 
again, you’re good to go.

YY
17

14
20

8M
AS

_G
B 

10
/1

7

This literature has been compiled for worldwide circulation. While general 
information, pictures and descriptions are provided, some illustrations and text may 
include finance, credit, insurance, product options and accessories not available in all 
regions. Please contact your local dealer for details. John Deere reserves the right to 
change specification and design of products described in this literature without 
notice. The green and yellow colour scheme, the leaping deer logo and the 
JOHN DEERE word mark are trademarks of Deere & Company.

nothing runs like a deere


