
LOW PROFILE, HIGH PERFORMANCE

5E TIER II
3-CYLINDER TRACTORS
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VER SATILE 5E 
3 CYLINDER SERIES 
TRACTOR S
When making the decision for a new tractor that needs to give 
you reliable performance for years to come, there are many 
good reasons to choose John Deere. To fi nd the right tractor 
for your individual conditions, take advantage of our more than 
175 years of experience in agriculture. 

The 5E 3 Cylinder is a perfect example of how we listen to our 
customers and understand their individual requirements. Easy to 
operate and maintain, the 5E 3 Cylinder tractor gives you all the quality 
and ruggedness you expect from a John Deere.

A  C L E A R  V I E W  A H E A D 
For enhanced visibility, the exhaust 
muffl er has been placed inside the hood 
to give you a clear and unobstructed 
view from the driver’s seat.

I N L I N E  S H I F T I N G
Transmission with 9 forward and 
3 reverse speeds to perform fast 
headland turns thanks to inline shifting: 
the second gear is positioned directly 
on the opposite side of the reverse gear, 
so that the operator can use inline 
shifting like a reverser.
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2  |  T U R B O C H A R G E R
The 2.9 l 5E 3 cylinder tractor engine is equipped with 
a fast-response turbocharger to increase engine power 
and torque. It ensures great pulling performance in all 
applications.

3  |  F U E L- S AV I N G  P T O
540/540 Economy PTO allows operators to select the 
engine rpm needed for their application, with a simple 
lever control.

4  |  AVA I L A B L E  I N  2  A N D  4  W H E E L 
D R I V E  V E R S I O N S
The 2WD will perform most tasks perfectly well on the 
fl at. Select 4WD for heavier loads or uneven ground.

1  |  M E C H A N I C A L  I N J E C T I O N  P U M P
A mechanical distributor type injection pump with 
precise and responsive fuel measurement is used on the 
5E 3 Cylinder series tractors. This solution ensures high 
fuel effi ciency during fi eld and transport operations.

L OW  M A I N T E N A N C E 
Inboard planetary fi nal drives distribute 
rear axle loads over three points 
for reduced stress on individual gears 
and shafts: for a longer tractor life, less 
service and more uptime. Max. lift 
capacity of 1,800 kg (at balls).

R A I N Y  DAY  C O M F O R T 
Protect yourself from the elements 
with the John Deere canopy.
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5055E, 5065E, 5075E

ENGINE 

Manufacturer John Deere PowerTech M

No of. cylinders /aspiration T=Turbo 3/TC

Displacement (cm³) 2,900

Valves per cylinder 2

Fuel tank capacity (l) 68

Cooling method Water/JD Coolant

Emissions level Stage II

PERFORMANCE

Rated power (97/68 EC), kW (hp) 40.5 (55)/48 (65)/55 (75)

Rated speed (rpm) 2,400

Max. torque (Nm) 209/237/258

Max. torque @ engine speed (rpm) 1,500/1,600/1,600

Torque reverse in % 26%

TRANSMISSION

Std. transmission 9F/3R TSS

Clutch Dry dual clutch

Max. transport speed (km/h) 27.6/29/30

Brakes type Hydraulic wet disc

Differential lock Mechanical

Safety Park pawl & handbrake

HYDRAULICS

System type Open center 

SCV control Lever

Pump rated output – steering (l/min) 25

5055E, 5065E, 5075E

Pump rated output – standard (l/min) 43

Total (l/min) 68

Hydraulic pressure (bar) 195

Hitch lift capacity max. 1,800 kg at balls

Sensing type Top link

SCV rear 1/(2 Field Kit)

OPEN OPERATOR STATION

Model availability OOS

Roll over protective structure OOS Yes

Platform – Flat/Straddle Straddle

Gearshift location RH/LH – side shift

PTO

Clutch Yes

Standard 540 & 540E

DIMENSIONS & WEIGHTS

2WD 4WD

Standard tyres – Front 7.5-16 9.5-24

Standard tyres – Rear 14.9-28 16.9-28

Turning radius without brakes (m) 3.5 3.9

Average shipping weight (kg) 2,100 2,300

A  |  W H E E L B A S E

B  |  OV E R A L L  W I D T H

C  |  T O TA L  H E I G H T

5055E

5055E

5055E

2,050 mm 

1,900 mm

2,425 mm 
with ROPS with Exhaust

2,265 mm

2,050 mm 

1,900 mm

2,455 mm 2,295 mm

2,050 mm 

1,900 mm

2,480 mm 2,320 mm

5065E

5065E

5065E

5075E

5075E

5075E
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This literature has been compiled for worldwide circulation. While general 
information, pictures and descriptions are provided, some illustrations and text may 
include fi nance, credit, insurance, product options and accessories not available in all 
regions. Please contact your local dealer for details. John Deere reserves the right to 
change specifi cation and design of products described in this literature without 
notice. The green and yellow colour scheme, the leaping deer logo and the 
JOHN DEERE word mark are trademarks of Deere & Company.


