
Unico

Adjustments have never been so quick!

IN-FURROW 
PARALLELOGRAM PLOUGH



STRONG, ACCURATE, SMART... UNICO!
The new UNICO plough is featured by the special parallelogram linkage designed to quick up 
settings and improve accuracy of tillage on field. The machine has an innovative design, a sturdy 
structure and many technical solutions that make easier the daily job. UNICO is available in 2 to 
5+1 ploughshare versions, with bolt or hydro-pneumatic field safety and mechanical or hydraulic 
furrow width adjustment.     

THE “SMOOTH SET” PARALLELOGRAM:
IN LINE WITH YOUR NEEDS!
The double arm of parallelogram keeps constantly uniform 
the operator settings for first furrow and the pull line 
alignment, even after later working width adjustment. 
The first furrow working width can be easily adjusted by 
a hydraulic ram (optional feature). These features of the 
frame make extremely fast the plough setup on field 
and allow to get always a regular and even soil tillage. 

2

IN-FURROW MOUNTED PLOUGH



STRONG, ACCURATE, SMART... UNICO!

Even adjustment of first furrow working width. No correction needed on pull line alignment setup.
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IN-FURROW MOUNTED PLOUGH



PLOUGHING HAS NEVER BEEN SO EASY !
The “SMOOTH SET” parallelogram allow to maintain the preliminary operator adjustment 
for first furrow and pull line, anyway, many other technical solutions allow to tune the 
plough to any soil, residue condition or working depth. Pin systems (skimmers and depth 
wheel) and quick release elements (mouldboard and headstock) reduce dramatically the 
time for setup in workshop  and on field. 

FROM A SOIL TO THE OTHER 
CHANGING THE MOULDBOARD
The quick mouldboard replacement is, for sure, one of 
the bigger innovations for this plough; shifting it allows to 
skip from one soil texture to the other! It’s not anymore 
needed to remove all the “share-knife-mouldboard” 
group from the leg: the mouldboard can be replaced 
simply loosening a few bolts! 

RESIDUES ARE NOT A PROBLEM !
A quick “cotter and pin” system allow an easy setup 
of skimmer working depth, to well define the height 
of shallow soil layer burying. In this way is possible 
to work in the same day, with no compromise, 
different fields with much variable residue 
conditions. 
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IN-FURROW MOUNTED PLOUGH



PLOUGHING HAS NEVER BEEN SO EASY !

“SOLO WHEEL”
ONE WHEEL, TWO FUNCTIONS  
The depth wheel is available also in transport “combi” version: the 
road transfer will be easier and safer! The plough is pulled in half-
reversed position standing on the wheel: in this way the larger 
part of its weight will be released to soil. This configuration 
reduces rolling and pitching on the road for a much more 
comfortable and safe drive. Versions larger than 4 bodies 
are featured by a hydro-pneumatic dampened wheel. 

INTERCHANGABLE HEADSTOCK 
The headstock was designed to offer the best 

reliability and stability. The third point and the rotation 
hinge are enclosed in a structure connected to the 

plough body, while the two lifting connection are bolted 
on it. This exclusive configuration allows to shift quickly 

(6 bolts totally) from rigid to steering headstock, or even 
to connect a quick-hitch bar. For a perfect matching to any 

tractor, two possible lifter hitch heights are available.  

Steering headstock
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UNICO: ONE MACHINE, 
MANY CONFIGURATIONS

MODEL SIZE HP FRAME 
(mm)

UNDERFRAME 
CLEARANCE 

(cm)

WORKING 
WIDTH PER 
FURROW

NUMBER OF BODIES                                         
ON INTERBODY CLEARANCE

85 cm 95 cm 105 cm 115 cm

UNICO

S 50-150 110 x 110 75 25-30-35-40 2 - 4+1 2 - 4+1 - -

M 70-180 120 x 120 80 30-35-40-45 2 - 4+1 2 - 4+1 2 - 4+1 -

L 90-250 140 x 140 90 35-40-45-50 - - 2 - 4+1 2 - 4+1

UNICO 
VARIO

S 50-160 110 x 110 75 22-45 2 - 4+1 2 - 4+1 - -

M 70-190 120 x 120 80 22-55 2 - 4+1 2 - 4+1 2 - 4+1 -

L 90-280 140 x 140 90 22-55 - - 2 - 4+1 2 - 4+1

UNICO 
NON STOP

S 70-180 110 x 110 75 25-30-35-40 2 - 4+1 2 - 4+1 - -

M 80-190 120 x 120 80 30-35-40-45 2 - 4+1 2 - 4+1 2 - 3+1 -

L 100-280 140 x 140 90 35-40-45-50 - - 2 - 4+1 2 - 4+1

UNICO 
NON STOP 
VARIO

S 70-180 110 x 110 75 22-45 2 - 4+1 2 - 4+1 - -

M 80-200 120 x 120 80 22-55 2 - 4+1 2 - 4+1 2 - 3+1 -

L 100-280 140 x 140 90 22-55 - - 2 - 4+1 2 - 4+1
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UNICO: ONE MACHINE, 
MANY CONFIGURATIONS

Unico is available in 3 sizes to satisfy all the customer needs. 
“S” series allows to configure a light machine ideal for matching 
to low power tractor and shallow tillage, while “L” offers all the 
benefits of the highest sturdiness. The size (ø) of revolution 
hinge is proportional to the section of frame square beam.  

THE RIGHT SIZE FOR ALL THE NEEDS

“PASSO” mechanical pin 
system for furrow working 
width adjustment

“VARIO” hydraulic system 
for furrow working width 
adjustment

Shearing pin 10,9 Nm safety 
device

Hydro-pneumatic 
NON-STOP safety device

Frame, detail of the flange 
for additional furrow

MODELLO SQUARE 
BEAM

SQUARE BEAM 
THICKNESS

HINGE ø LEG 
SECTION

“S” SERIES 110 x 110 mm 10 mm 90 mm 70 x 30 mm

“M” SERIES 120 x 120 mm 10 mm 100 mm 70 x 40 mm

“L” SERIES 140 x 140 mm 10 mm 120 mm 80 x 40 mm
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MP 4 WS
Helical mouldboard

For a working depth from 15 to 30 cm. 
Can be used with a working width 
from 30 to 60 cm. 
Suggested for winter ploughings and wet soils.

MP 4 WN
Semi-helical mouldboard 

For a working depth from 20 to 38 cm. 
Can be used with a working width 
from 30 to 55 cm. 
Suggested for heavy and wet soils.

MP 4 N
Slattered semi-helical mouldboard 

For a working depth from 20 to 40 cm. 
Can be used with a working width 
from 30 to 55 cm. 
Suggested for medium-clay soils.

Production Plant
Via Mussons, 7
33075 Morsano al Tagliamento (PN) - Italy
Tel. +39 0434 695410
Fax +39 0434 695425

MASCHIO GASPARDO S.p.A.
Headquarters and Production Plant
Via Marcello, 73
35011 Campodarsego (PD) - Italy
Tel. +39 049 9289810
Fax +39 049 9289900
e-mail: info@maschio.it
http://www.maschionet.com
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the winning team


